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S;ed eA Group

Products
Main group: Signal Interface
Product group: Signal Conditioners for Position Measurement :
Series: MuP ‘
Product: MUP 100/150 other rder e
Order designations for preferred types
Type Description Protection classOutput Art.no.
iP
i & MUP 100 {without electrical 50 0..20mA (burden impedance max. 054001
( ) 0 isolation) 500 Ohmy)
3 ¢ MUP 100 (without electrical 50 0..10V (I max. 20mA short circuit- 054002
1 isolation) proof)
¢ MUP 100 (without electrical 50 4.20mA (burden impedance max. 054003
4 isolation) 500 Ohm)
o MUP 150 (with electrical 50 0..10V (1 max. 20mA short circuit- 054051
B isolation) proof) :
0(4)..20mA (burden impedance
_max. 560 Ohm) ;
¢ MUP 150 (with electrical 50 10V (I max. 20mA short circuit- 054052
6 isolation) proof)
+20mA {burden impedance max.
500 Ohm)
Series information
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Technical Drawings Technical Drawing MUP 100 (german), DXF-Export
Technical Drawing MUP 100, oxF-Export

Schematic view on the shaft MUP 100 (german), pxF-Export

Schematic view on the shaft MUP 100, bxF-Export

Help for Technical Drawings

Product information

Environmental Data

Protection class (DIN 40050)  IP50 /IPOO (Kiemmen)

Subject to changes
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NOVOTECHNIK Produkte - Signalverarbeitiing

Obergruppe: Signalverarbeitung

Produktgruppe: Messwertumformer ftir Weg- und Winkelsensoren

Baureihe: MUP

Produkt: MUP 100/150 Neuauswahi Zubehsr
Artikel in
Warenko
Zum Wa
Suchen -
Signalve

Bestellbezeichnung

Typ Beschreibung Schutzart Ausgang Art.-Nr.

P

@ MUP 100 (ohne galvanische 50 0..20mA (Burdenwiderstand max. 500054001

0 Trennung) Ohm)
¢ MUP 100 (chne galvanische 50 0..10V (I max. 20mA kurzschiussfest) 054002

1 Trennung)
¢ MUP 100 (shne galvanische 80 4..20mA (Bardenwiderstand max. 500054003 .

4 Trennung) Ohm) '
¢ MUP 150 (mit galvanische 50 0..10V (I max. 20mA kurzschlussfest) 054051

5 Trennung) 0(4)..20mA (Burdenwiderstand max.

: 500 Ohm)

¢ MUP 150 {mit gaivanische 50 +10V.{l max. 20mA kurzschiussfest) 054052

6 Trennung) 120mA (Burdenwiderstand max. 500

Ohm)

Baureiheninformation

Technische Zeichnungen = Mafibild MUP 100, DXF-Export
MaRbild MUP 100 (englisch), oxF-export
Anschluischema MUP 100, DXF-Export
Anschiufischema MUP 100 {englisch), DXF-Export

Hilfe zu den ManRbildern

Produktinformation
Betriebsbedingungen

Schutzart nach DIN 40050 IP50 /iPOO (Klemmen)
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